USB Cable User Installation Manual V1.0

For Windows XP

1.USB Programming Cable Using

1).Your programming software must be for Windows application interface,the USB Programming Cable can be running in the Windows operating system.
2). Installing driver software for first time using,later you can plug and play.

2.USB Programming Cable Driver Installation
Installation Method:
1).Don't put the USB Programming Cable into the computer's USB port firstly, open the installation CD, double click “USB Date Cable” 
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icon，which will appear the following interface.
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Select to “Re-install (upgraded)”, then click “next”, restart the computer after completion.
2).Inserting the USB Programming Cable into the computer after restart,click “Start” and then“Control Panel”,double click “System”, double click “Device Manager”,then you can see the USB to COM port.(As the legend COM3)
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3).Then setting the programming software communication ports for USB to COM port(As the following figure COM3). After completion,the software can be connected through the USB Programming Cable.
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4).Inserting USB Programming Cable into a USB port of the computer, the shift COM slogan may out of COM2-COM4,please try to insert it into another USB port. 
Another Installation Method:

1).Inserting USB Programming cable into the computer's USB port directly, WINDOWS will display found new hardware.The following interface appears.
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2)、Putting the disk into CD-Rom, click according to above picture to select (no, temporary not), then click (next), the following interface appears.
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3).Selecting(Automatic Installation Software), click (next), the system automatically find and install the hardware driver, as the chart.
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You also can select “Install from a list or the specified position or installation (Advanced)" in the disk to find the USB_Datacable_Driver folder,click “ok”.After completed installation, click “Start” and then “Control Panel”,double click “System”, double click “Device Manager”,then you can see the USB to COM port.(As the legend COM3)
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4).Then setting the programming software communication ports for USB to COM port(As the following figure COM3). After completion,the software can be connected through the USB Programming Cable.
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5).Inserting USB Programming Cable into a USB port of the computer, the shift COM slogan may out of COM2-COM4,please try insert it into another USB port. 
Re-install (upgraded)





NEXT





Device Manager





Found New Hardware





no, temporary not





NEXTT





Automatic Installation Software





Found New Hardware





NEXT





The wizard is installing software, please wait a moment.
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